Results (page 1): (((allocat* or assign* or select* or pick* or cho* or request* or deci* or .. 



Page 1 of 6 




V--, (Full Service) t Limited Service > ) 

Search: <• The ACM Digital Library C The Guide 



iliil 



(((allocat* or assign* or select* or pick* or cho* or request* or deci* or designat*) and channel and (orthogonal or w 
ovsf) and code and tree and (higher or parent))) 
Published before December 2003 
Terms used: 

allocat assign select pick cho request deci designat channel orthogonal walsh ovsf code tree high 

sort results jT^;™"" §1 : . t 0 a Binder Refine these results with A< 

by ! re ' evance ~J Try this search in The ACH 

Display reTpandTdloTm"""^] H Open results in a new window 

results ! ~ 

Results 1 - 20 of 89 Result page: 1 2 3 4 5 next >> 

1 ^ N " w o N ^ ools for code-si ze efficient embedd ed processors 

^ Qin Zhao, Bart Mesman, Twan Basten 
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Bibliometrics: Downloads (6 Weeks): 6, Downloads (12 Months): 44, Citation Count: 0 
Due to an increasing need for flexibility, embedded systems embody more and more 
programmable processors as their core components. Due to silicon area and power 
considerations, the corresponding instruction sets are often highly encoded to minimize 
code ... 

Keywords: Static resource models, constraint analysis, convex hull, phase coupling, 
scheduling 
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Multi-agent systems are particularly appropriate for resource allocation, but configuring 
them for efficient operation requires understanding their dynamics. Concepts from 
statistical physics, such as phase transitions, can help. In decision problems ... 

Keywords: complexity, effort profile, negotiation, phase change, phase transition, 
resource allocation 
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Packet scheduling in a WCDMA system poses a new challenge due to its nature of variable 
bit rates and location-dependent, time-varying channel conditions. In this work, two new 
downlink scheduling algorithms for a WCDMA base station are proposed to support ... 

Keywords: 3G, OVSF, WCDMA, mobile computing, personal communication services, 
wireless communication 
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Bibliometrics: Downloads (6 Weeks): 9, Downloads (12 Months): 99, Citation Count: 24 

Channel assignment problems in the time, frequency and code domains have thus far been 
studied separately. Exploiting the similarity of constraints that characterize assignments 
within and across these domains, we introduce the first unified framework ... 
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The problem of joint multiuser detection and channel estimation in frequency-selective 
Rayleigh fading CDMA channels is considered. First the optimal multiuser detector for such 
channels is derived, which is seen to have a computational complexity exponential ... 
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Bibliometrics: Downloads (6 Weeks): 1 , Downloads (12 Months): 17, Citation Count: 9 
In the Code Division Multiple Access (CDMA) framework, collisions that can occur in 
wireless networks are eliminated by assigning orthogonal codes to stations, a problem 
equivalent to that of coloring graphs associated to the physical network. In this ... 
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Interposed request routing for scalable network storage 
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This paper explores interposed request routing in Slice, a new storage system architecture 
for high-speed networks incorporating network-attached block storage. Slice interposes a 
request switching filter-— called a uproxy— along each client's ... 

Keywords: Content switch, file server, network file system, network storage, request 
redirection, service virtualization 
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In this paper, we study the performance of a simple and easy-to-implement distributed 
power control strategy applicable to direct sequence code division multiple access (DS- 
CDMA) networks. The scheme makes use of the received power measurements made ... 
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Tree multicast is a well established concept in wired networks. Two versions, per-source 
tree multicast (e.g., DVMRP) and shared tree multicast (e.g., Core Based Tree), account for 
the majority of the wireline implementations. In this paper, we extend ... 
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This article presents an approach to concurrency control for transactions in a Multilevel 
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Secure Database Management System (MLS/DBMS). The major problem is that 
concurrency control mechanisms used in traditional DBMSs are not adequate in a 
MLS/DBMS, ... 

Keywords: Nested transactions, concurrency control, covert channels, multilevel secure 
database management systems 
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Publisher: IEEE Press 
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Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 48, Citation Count: 10 

Keywords: CDMA systems, QoS guarantees, admission control, automatic retransmission 
reQuest, multicode CDMA, power control, reed-Solomon/convolutional concatenated code, 
transmission-rate request access protocol, wireless/mobile communication 
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Similarity search structures for metric data typically bound object partitions by ball regions. 

Since regions can overlap, a relevant issue is to estimate the proximity of regions in order 

to predict the number of objects in the regions' intersection. ... 

Keywords: Approximation algorithms, approximate similarity search, metric data, metric 
trees, performance evaluation 
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Full text available TV 3 Additional Information 

Bibliometrics: Downloads (6 Weeks): 12, Downloads (12 Months): 58, Citation Count: 3 

The cellular network design (CND) problem is formulated as a comprehensive linear mixed 
integer programming model integrating the base station location (BSL) problem, the 
frequency channel assignment (FCA) problem and the topological network design (TND) ... 

Keywords: algorithms, base station location, cellular network design, frequency channel 
assignment, optimization 
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^ Tevfik Bultan, Richard Gerber, Christopher League 

V January 2000 ACM Transactions on Software Engineering and Methodology (TOSEM), 

Volume 9 Issue 1 

Publisher: ACM 

Full text available: B DdMOCU 7 KB) Additional lnformation ^ ^« references, cited by, index 



Bibliometrics: Downloads (6 Weeks): 14, Downloads (12 Months): 73, Citation Count: 5 
There has been a surge of progress in automated verification methods based on state 
exploration. In areas like hardware design, these technologies are rapidly augmenting key 
phases of testing and validation. To date, one of the most successful of these ... 

Keywords: Presburger arithmetic, binary decision diagrams, symbolic model-checking 
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^ John Snyder, Jed Lengyel 

^ July 1998 SIGGRAPH '98: Proceedings of the 25th annual conference on Computer graphics 
and interactive techniques 
Publisher: ACM 

Full text available: ^j>dff 591,53 KB). Additional Information: lull citation, references., cited by, Index. terrne 
Bibliometrics: Downloads (6 Weeks): 9, Downloads (12 Months): 71 , Citation Count: 9 

Keywords: compositing, kd-tree, nonsplitting layered decomposition, occlusion cycle, 
occlusion graph, sprite, visibility sorting 
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August 1996 ACM Transactions on Com put er System s (TOCS) , volume 14 issue 3 
Publisher: ACM 

Full text available:^, . ' o O Additional Information \ ^ — — o „ v , 
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Bibliometrics: Downloads (6 Weeks): 9, Downloads (12 Months): 69, Citation Count: 33 
The Vesta parallel file system is designed to provide parallel file access to application 
programs running on multicomputers with parallel I/O subsystems. Vesta uses a new 
abstraction of files: a file is not a sequence of bytes, but rather it can be ... 

Keywords: data partitioning, parallel computing, parallel file system 
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Video transmission over wireless packet networks is gaining importance due to the concept 
of universal personal communication. Further, it is considered an important step towards 
wireless multimedia. The challenge however is to achieve good video quality ... 
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We survey the current techniques to cope with the problem of string matching that allows 
errors. This is becoming a more and more relevant issue for many fast growing areas such 
as information retrieval and computational biology. We focus on online searching ... 

Keywords: Levenshtein distance, edit distance, online string matching, text searching 
allowing errors 
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We propose and evaluate a signaling and transmission algorithmic system for wireless 
digital networks, in conjunction with a Traffic Monitoring Algorithm (TMA) for dynamic 
capacity allocation in multimedia ATM environments. The deployed signaling protocol .., 

Keywords: multimedia environments, signaling and transmission, traffic monitoring, 
wireless 
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We introduce the notion of image-driven simplification, a framework that uses images to 

decide which portions of a model to simplify. This is a departure from approaches that 

make polygonal simplification decisions based on geometry. ... 

Keywords: image metrics, level-of-detail, polygonal simplification, visual perception 
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